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	RESOLUTION



	Comment No.
	Para/Line No.
	Identified problem/Proposed new text
	Reason/Description
	Accepted
	Accepted, but modified as follows
	Rejected
	Reason for modification/rejection

	1
	General comments
	There is no requirement on systems for monitoring the characteristics of the natural and human induced hazards such as the seismic monitoring system (SMS) or automatic seismic trip system (ASTS). Therefore, the requirement for the installation of hazards monitoring systems should be added if it is applicable to fuel cycle R&D facilities by its safety principle.
	The SMS (or ASTS) is required to be applied to nuclear power plants, research reactors, and nuclear fuel cycle facilities according to the §5.1 of NS-R-3.
	
	
	
	

	2
	Page 13
§4.13
	The criticality safety analysis … and during  and  after  DBA  conditions  DBAs.
	The expression “DBAs” rather than “DBA conditions” seems to be more appropriate in this sentence.
	
	
	
	

	3
	Page 53
§7.39
	Any deviation of the radiation levels above the normal ranges ( … ) for should be detected, have its origin identified …
	“for” is deleted, because it seems that “for” is a typographical error.


	
	
	
	

	4
	Page 54

§7.42
	(c) … and assigning Radiological Protection radiological protection personnel to routine …  
(i) …with the assistance of Radiological Protection radiological protection personnel;
…
	Capital letters are modified into small letters because they are common nouns, not proper nouns.
	
	
	
	

	5
	Page 60
§8.2
	The following measures should be taken during the design, construction and operational stages of R&D facilitate eventual decommissioning: 

…
(8) Adequate financial resources for ensuring safe decommissioning.
	The measures which should be taken during the design, construction and operational stages of R&D facility life to facilitate eventual decommissioning can include decommissioning funding, considering “Requirement 9: Financing of decommissioning” in the Ref. [31]. 
	
	
	
	

	6
	page 31

§4.101

	…
Provision should be made for automatic measurement and recording of parameters that are important to safety, allowing remote viewing monitoring if necessary
	It is better that “viewing” is replaced with “monitoring” so as to explain I&C systems properly. 


	
	
	
	

	7
	page 35,

§4.111

	In the design and operation of fume-hoods, gloveboxes and (where appropriate) hot cells, the following specific considerations should be taken into account:

…
(d) Training of operators on procedures to be followed in normal and abnormal situations conditions.
	The terms “normal and abnormal situations” should be used consistently in the standards (e.g., “abnormal and accident conditions” in §6.109 of draft NS-R-5 (DS478), “in normal operations, in anticipated operational occurrences and in accident conditions” in §6.109 of draft NS-R-5 (DS478), etc.).
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