DS488, Design of the Reactor Core for Nuclear Power Plants 

	COMMENTS BY REVIEWER

Reviewer:  

Country/Organization:  Republic of Korea / Korea Institute of Nuclear Safety                                                                                        Date: May 13, 2016                                                Page 1 of 1
	RESOLUTION



	Comment No.
	Para/Line No.
	Identified problem/Proposed new text
	Reason/Description
	Accepted
	Accepted, but modified as follows
	Rejected
	Reason for modification/rejection

	1
	Page 7, Para. 3.4

	The fuel for use in thermal reactors contains a fissile material(e.g. uranium U-235, Pu-239)  

	Plutonium is added.
	
	
	
	

	2
	Page 9, Para. 3.13

	(i) The stability against Xenon oscillation
	Addition of xenon oscillation is suggested as a typical nuclear key safety parameter.
	
	
	
	

	3
	Page 10, Para. 3.14, line 3~4

	And the efficiency of the means of reactivity control for normal operation of the plant at power and at shutdown  and accident conditions.
	Accident condition is suggested in place of shutdown one.
	
	
	
	

	4
	Page 20,

Para. 3.56
	[errata]

… In addition, 
	 [errata]
addtion -> addition
	
	
	
	

	5
	Page 36

Para. 4.4
	[errata]

; and(e) Any combination

=>

; and

(a) (e) Any combination..
	[errata]

	
	
	
	

	
	
	
	
	
	
	
	


